




Enclosure (1) 

 
Overview of Testing Results for Lead in Drinking Water and Corrective Actions for  

NAS Whidbey Island School Age Care / Youth Center (Building 2874) 
 
The Navy is committed to maintaining safe drinking water on its installations.  City of Oak 
Harbor water supplied to the Navy and the Navy’s water distribution system is regularly tested 
and in compliance with the Safe Drinking Water Act.  Because lead exposure is a particular 
concern for children, and lead may be in drinking water due to its presence in pipes, fittings, 
solder, and fixtures inside a building, Navy policy requires that we test the drinking water lead 
content in priority areas such as youth centers (YCs), child development group homes (CDGHs), 
and child development centers (CDCs) every five years.  In 2024, the lead action level had been 
updated to 10 parts per billion (ppb) per Navy policy.  The previous lead action level was 15 ppb.   
 
Navy environmental personnel conducted lead testing at the NAS Whidbey Island Student 
Activity Center Youth Center (SAC/YC) in accordance with Navy and Environmental Protection 
Agency (EPA) guidelines.  Samples from various locations in the SAC/YC were sent to a state-
certified laboratory for analysis. 
 
At the NAS Whidbey Island SAC/YC, outlets used for drinking, cooking, and washing were 
tested.  Out of 28 samples collected, 0 water outlets initially tested above the Navy screening 
level of 10 parts per billion (ppb) for lead in drinking water in schools, YCs, CDGHs and CDCs. 
 
A copy of all test results is enclosed for your information.  The test results are presented in two 
tables: 
 

 Table 1 Summary of Results summarizes the data by category of use (e.g., drinking, 
cooking, and washing). 

 
 Table 2 Summary Statistics summarizes all the data.    

 
A floor plan of the NAS Whidbey Island SAC/YC has also been included to show the locations 
for the fixtures that were sampled. 
 
Table 1 provides a description of each sampling location using the first seven columns under the 
Sampling Location Description header.   The Category column gives information about whether 
the outlet is used for drinking water (water fountain), cooking (food preparation), or washing 
(primarily hand-washing or brushing teeth).  The Sample Location ID column is the 
identification used to label each sample bottle.  The Outlet Description column contains 
additional information to describe the outlet sampled under each category.   
 
The next set of columns in Table 1 provide Initial Sampling Results, and for those locations that 
exceeded the recommended screening level of 10 ppb the Re-sampling Results.  
 
EPA sampling protocol requires water to not be used for between 8 and 18 hours prior to first 
draw sampling.  Therefore, Initial Sampling Results were from first draw samples collected early 
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in the morning before the CDC opened and before any water was used.  The Initial Sampling 
Results also indicate whether resampling is required. 
 
To learn more about lead in drinking water in schools and childcare centers visit the following 
EPA website: https://www.epa.gov/ground-water-and-drinking-water/basic-information-about-
lead-drinking-water. 
 
To learn more about the installation’s public water supplier, see their annual water quality report:   
https://cnrnw.cnic.navy.mil/Operations-and-Management/Environmental-Stewardship-and-
Compliance/Water-Quality-Information 
 
To answer any questions, you may have on the sampling program, contact the NAS Whidbey 
Island Public Affairs Officer at 360-257-2962.  If you have any health questions or concerns, you 
are encouraged to contact your health care provider, or if you are a TRICARE beneficiary, use 
the Pacific Integrated Referral Management and Appointing Center (PIRMAC) to schedule an 
appointment with your primary care provider at 1 (800) 404-4506. 
 
 



Table 1. Summary of LIPA Drinking Water Sampling Results - NASWI-Seaplane Base School-Age Care/Youth Center (Building 2874)

SAMPLE LOCATION ID  Figure ID 
(Number of 

sample 
location on 

sample 
location map - 

Figure 3)

Room 
Number

(see Notes)

Outlet Type
(see Note 2)

Control Type
(see Note 3)

Aerator 
Present on 

outlet?

Resample 
required?

Description Description

Sample Date 9/21/2024 Sample Date Sample Date Sample Date Sample Date Sample Date
Results Date 9/30/2024 Results Date Results Date Results Date Results Date Results Date
Sample Result Qualifier Sample Result Qualifier Sample Result Qualifier Sample Result Qualifier Sample Result Qualifier Sample Result Qualifier

ppb (see Note 5) ppb (Note 5) ppb (Note 5) ppb (Note 5) ppb (Note 5) ppb (Note 5)
COOKING B2874_R128_S1 1 R128 S 2H YES 3.6 NO
WASHING B2874_R128_SP1 2 R128 SP L YES 0.66 J, smpl 2/1/25 NO
COOKING B2874_R128_S2 3 R128 S 2H NO 3.7 NO
DRINKING B2874_R102_BB1 4 R102 BB B NO 0.32 J NO
DRINKING B2874_R102_BB2 5 R102 BB B NO 1.1 NO
WASHING B2874_R105_S3 6 R105 S 2H YES 2.3 NO
WASHING B2874_R105_SP2 7 R105 SP L YES 1.5 NO
WASHING B2874_R127_S4 8 R127 S 2H YES 1.10 NO
WASHING B2874_R127_SP3 9 R127 SP L YES 0.85 J NO
WASHING B2874_R129_S5 10 R129 S TL YES 0.75 J NO
WASHING B2874_R109_S6 11 R109 S TL YES 0.70 J NO
WASHING B2874_R110_S7 12 R110 S TL YES 0.63 J NO
WASHING B2874_R116_S8 13 R116 S 2H NO 0.43 J NO
WASHING B2874_R116_SP4 14 R116 SP L YES 0.25 J NO
WASHING B2874_R125_S9 15 R125 S 2H YES 0.36 J NO
WASHING B2874_R125_SP5 16 R125 SP L YES 0.52 J NO
WASHING B2874_R124_S10 17 R124 S 2H YES 2.4 NO
WASHING B2874_R124_SP6 18 R124 SP L YES 1.0 NO
WASHING B2874_R117_S11 19 R117 S 2H YES 0.32 J NO
WASHING B2874_R117_SP7 20 R117 SP L YES 0.30 J NO
WASHING B2874_R111_S12 21 R111 S TL YES 0.87 J NO
WASHING B2874_R111_S13 22 R111 S TL YES 1.0 NO
WASHING B2874_R111_S14 23 R111 S TL YES 0.58 J NO
WASHING B2874_R112_S15 24 R112 S TL YES 0.82 J NO
WASHING B2874_R112_S16 25 R112 S TL YES 0.82 J NO
WASHING B2874_R112_S17 26 R112 S TL YES 0.91 J NO
WASHING B2874_EXT_HB1 27 EXT HB KN NO 2.3 NO
WASHING B2874_EXT_HB2 28 EXT HB KN NO 3.6 NO

SECOND ROUND RESAMPLING RESULTS

Lead Screening Level = 10 ppb
First Draw 

(ppb)
(See Note 4)

Follow up Flush
- Collected 30 seconds after

First Draw Sampling
(ppb) 

(See Note 4)

SAMPLING LOCATION DESCRIPTION INITIAL SAMPLING RESULTS RESAMPLING RESULTS ADDITIONAL CORRECTIVE 
ACTIONSLead Screening Level = 10 ppb Lead Screening Level = 10 ppb

CATEGORY
(see Note 1)

Row color determined by 
category: 

White =  washing
Blue = drinking
Red = cooking

First Draw 
Lead Concentration

(ppb)
(See Note 4)

Water Fountain/Chiller
Lead Concentration

15 min. Follow up Flush 
Sample - Collected day 

before First Draw Sampling
(ppb)

(See Note 4)

First Draw 
Lead Concentration

(ppb)
(See Note 4)

Follow-up Flush
Lead Concentration

- Collected 30 seconds after
First Draw Sampling

(ppb) 
(See Note 4)

ADDITIONAL CORRECTIVE 
ACTIONS

Notes: 
N/A = Not applicable for this outlet
ppb = parts per billion. Lead concentrations in ppb are equivalent to lead concentrations in micrograms per liter (µg/L).
Blank results cells indicate that no sample was collected. Resampling was conducted only at outlets where the concentration of lead in the initial sampling exceeded 10 ppb.
Room numbers listed as "RXXX", where XXX is the room number. EXT = building exterior.
1) "Category" is the primary consumptive use of an outlet, determined from outlet type, location, and other observations. Actual uses of outlets may vary, and a single outlet may have multiple consumptive uses.
2) "Outlet Type" describes the type of fixture. S = Faucet on sink, A = Drinking fountain spigot on sink, SP = Sprayer on sink, BB = Bubbler (water fountain without cooling unit), WC = Water cooler (water fountain with cooling unit), HB = Hose bib/exterior hose faucet, O
= other
3) "Control Type" is how the water flow is turned on at this outlet. TL = Temperature control level, 2H = Two handles/levers/knobs (hot/cold), B = Button or push activated, L = Single lever, MS = Motion sensor, KEY = Key or tool activated/accessed, FP = Foot pedal, KN 
= control knob.
4) The NAVFAC NW Contracting Officer Representative was promptly notified of receipt of laboratory results indicating concentrations of lead greater than 10 ppb were detected in water samples.
5) "Qualifier" is a note regarding the sampling result. J = Lead concentration is reported below the laboratory reporting limit (practical quantitation limit). This concentration of lead is estimated. U = Lead is not detected in the sample above the listed value (method 
detection limit).  The date following "Smpl" specifies the date at which a sample was collected, if later than the date on the column header.
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Table 2. Summary Statistics

INITIAL 
SAMPLING 
RESULTS

First Draw 
(ppb) 

Water 
Fountain 
Follow up 

Flush Sample - 
Collected day 
before First 

Draw 
Sampling

(ppb)

First Draw 
(ppb)

Follow up 
Flush

- Collected 30 
seconds after 

First Draw 
Sampling

(ppb) 

First Draw 
(ppb) 

Follow up Flush
- Collected 30 
seconds after 

First Draw 
Sampling

(ppb) 

Total Drinking 2 0 0 0 0 0
Total Drinking > 10 ppb 0 0 0 0 0 0
Total Cooking 2 0 0 0 0 0
Total Cooking> 10 ppb 0 0 0 0 0 0
Total Washing 24 0 0 0 0 0
Total Washing > 10 ppb 0 0 0 0 0 0

Total Samples 28 0 0 0 0 0
Total Samples > 10 ppb 0 0 0 0 0 0

CATEGORY

FIRST ROUND RE-SAMPLING RESULTS
SECOND ROUND RE-
SAMPLING RESULTS
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

14648 NE 95th Street, Redmond, WA  98052  (425) 883-3881 

September 30, 2024 

Nate Evenson 
Kane Environmental, Inc. 
4015 13th Avenue West 
Seattle, WA  98119 

Re: Analytical Data for Project 75031-3.3 
Laboratory Reference No. 2409-283 

Dear Nate: 

Enclosed are the analytical results and associated quality control data for samples submitted on September 23, 2024. 

The standard policy of OnSite Environmental, Inc. is to store your samples for 30 days from the date of receipt.  If you 
require longer storage, please contact the laboratory. 

We appreciate the opportunity to be of service to you on this project.  If you have any questions concerning the data, 
or need additional information, please feel free to call me. 

Sincerely, 

David Baumeister 
Project Manager 

Enclosures 

Enclosure (2)
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: September 30, 2024  
Samples Submitted: September 23, 2024 
Laboratory Reference: 2409-283  
Project: 75031-3.3  

Case Narrative 

Samples were collected on September 21, 2024 and received by the laboratory on September 23, 2024.  They were 
maintained at the laboratory at a temperature of 2oC to 6oC.    

Please note that any and all soil sample results are reported on a dry-weight basis, unless otherwise noted below. 
However the soil results for the QA/QC samples are reported on a wet-weight basis. 

General QA/QC issues associated with the analytical data enclosed in this laboratory report will be indicated with a 
reference to a comment or explanation on the Data Qualifier page.  More complex and involved QA/QC issues will be 
discussed in detail below. 
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: September 30, 2024  
Samples Submitted: September 23, 2024  
Laboratory Reference: 2409-283  
Project: 75031-3.3  
 

DRINKING WATER LEAD 
EPA 200.8 

 

Matrix: Water        

Units: ug/L (ppb)        
     Date Date   

Analyte Result PQL Method Prepared Analyzed Flags MDL 

Client ID: B2874_R128_S1           

Laboratory ID: 09-283-01             

Lead   3.6 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R128_S2      

Laboratory ID: 09-283-03             

Lead   3.7 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R102_BB1      

Laboratory ID: 09-283-04             

Lead   0.32 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R102_BB2      

Laboratory ID: 09-283-05             

Lead   1.1 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R105_S3      

Laboratory ID: 09-283-06             

Lead   2.3 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R105_SP2      

Laboratory ID: 09-283-07             

Lead   1.5 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R127_S4      

Laboratory ID: 09-283-08             

Lead   1.1 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R127_SP3      

Laboratory ID: 09-283-09             

Lead   0.85 1.0 EPA 200.8   9-24-24 J 0.0725 
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: September 30, 2024  
Samples Submitted: September 23, 2024  
Laboratory Reference: 2409-283  
Project: 75031-3.3  
 

DRINKING WATER LEAD 
EPA 200.8 

 

Matrix: Water        

Units: ug/L (ppb)        
     Date Date   

Analyte Result PQL Method Prepared Analyzed Flags MDL 

Client ID: B2874_R129_S5      

Laboratory ID: 09-283-10             

Lead   0.75 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R109_S6      

Laboratory ID: 09-283-11             

Lead   0.70 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R110_S7      

Laboratory ID: 09-283-12             

Lead   0.63 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R116_S8      

Laboratory ID: 09-283-13             

Lead   0.43 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R116_SP4      

Laboratory ID: 09-283-14             

Lead   0.25 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R125_S9      

Laboratory ID: 09-283-15             

Lead   0.36 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R125_SP5      

Laboratory ID: 09-283-16             

Lead   0.52 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R124_S10      

Laboratory ID: 09-283-17             

Lead   2.4 1.0 EPA 200.8   9-24-24   0.0725 
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: September 30, 2024  
Samples Submitted: September 23, 2024  
Laboratory Reference: 2409-283  
Project: 75031-3.3  
 

DRINKING WATER LEAD 
EPA 200.8 

 

Matrix: Water        

Units: ug/L (ppb)        
     Date Date   

Analyte Result PQL Method Prepared Analyzed Flags MDL 

Client ID: B2874_R124_SP6      

Laboratory ID: 09-283-18             

Lead   1.0 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R117_S11      

Laboratory ID: 09-283-19             

Lead   0.32 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R117_SP7      

Laboratory ID: 09-283-20             

Lead   0.30 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R111_S12      

Laboratory ID: 09-283-21             

Lead   0.87 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R111_S13      

Laboratory ID: 09-283-22             

Lead   1.0 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_R111_S14      

Laboratory ID: 09-283-23             

Lead   0.58 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R112_S15      

Laboratory ID: 09-283-24             

Lead   0.82 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_R112_S16      

Laboratory ID: 09-283-25             

Lead   0.82 1.0 EPA 200.8   9-24-24 J 0.0725 
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: September 30, 2024  
Samples Submitted: September 23, 2024  
Laboratory Reference: 2409-283  
Project: 75031-3.3  
 

DRINKING WATER LEAD 
EPA 200.8 

 

Matrix: Water        

Units: ug/L (ppb)        
     Date Date   

Analyte Result PQL Method Prepared Analyzed Flags MDL 

Client ID: B2874_R112_S17      

Laboratory ID: 09-283-26             

Lead   0.91 1.0 EPA 200.8   9-24-24 J 0.0725 

         

         

Client ID: B2874_EXT_HB1      

Laboratory ID: 09-283-27       1-0-00     

Lead   2.3 1.0 EPA 200.8   9-24-24   0.0725 

         

         

Client ID: B2874_EXT_HB2      

Laboratory ID: 09-283-28             

Lead   3.6 1.0 EPA 200.8   9-24-24   0.0725 
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: September 30, 2024  
Samples Submitted: September 23, 2024  
Laboratory Reference: 2409-283  
Project: 75031-3.3  
 

DRINKING WATER LEAD 
EPA 200.8 

QUALITY CONTROL 
 

Matrix: Water       

Units: ug/L (ppb)       

     Date Date  

Analyte Result PQL Method Prepared Analyzed Flags 

METHOD BLANK             

Laboratory ID: MB0924DW3           

Lead   ND 1.0 EPA 200.8   9-24-24   

        

Laboratory ID: MB0924DW4           

Lead   ND 1.0 EPA 200.8   9-24-24   
 
 
       Source Percent Recovery  RPD  

Analyte Result   Spike Level Result Recovery Limits RPD Limit Flags 

DUPLICATE             

Laboratory ID: 09-282-22                     

    ORIG DUP                     

Lead   ND ND   NA NA   NA NA NA 20   

              

Laboratory ID: 09-283-10                     

    ORIG DUP                     

Lead   ND ND   NA NA   NA NA NA 20   

              
MATRIX SPIKES             

Laboratory ID: 09-282-22                     

    MS MSD   MS MSD   MS MSD         

Lead   73.2 74.2   80.0 80.0 ND 92 93 75-125 1 20   

              

Laboratory ID: 09-283-10                     

    MS MSD   MS MSD   MS MSD         

Lead   75.2 72.8   80.0 80.0 ND 94 91 75-125 3 20   
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

 
Data Qualifiers and Abbreviations 

 
A - Due to a high sample concentration, the amount spiked is insufficient for meaningful MS/MSD recovery data. 
 
B - The analyte indicated was also found in the blank sample. 

 
C - The duplicate RPD is outside control limits due to high result variability when analyte concentrations are 

within five times the quantitation limit. 
 
E - The value reported exceeds the quantitation range and is an estimate. 
 
F - Surrogate recovery data is not available due to the high concentration of coeluting target compounds. 
 
H - The analyte indicated is a common laboratory solvent and may have been introduced during sample 

preparation, and be impacting the sample result. 
 
I - Compound recovery is outside of the control limits. 
 
J - The value reported was below the practical quantitation limit.  The value is an estimate. 
 
K - Sample duplicate RPD is outside control limits due to sample inhomogeneity.  The sample was 
      re-extracted and re-analyzed with similar results. 
 
L - The RPD is outside of the control limits. 
 
M - Hydrocarbons in the gasoline range are impacting the diesel range result. 
 
M1 - Hydrocarbons in the gasoline range (toluene-naphthalene) are present in the sample. 
 
N - Hydrocarbons in the lube oil range are impacting the diesel range result. 
 
N1 - Hydrocarbons in diesel range are impacting lube oil range results. 
 
O - Hydrocarbons indicative of heavier fuels are present in the sample and are impacting the gasoline result. 
 
P - The RPD of the detected concentrations between the two columns is greater than 40. 
 
Q - Surrogate recovery is outside of the control limits. 
 
S - Surrogate recovery data is not available due to the necessary dilution of the sample. 
 
T - The sample chromatogram is not similar to a typical ____________. 
 
U - The analyte was analyzed for, but was not detected above the reported sample quantitation limit. 
 
U1 - The practical quantitation limit is elevated due to interferences present in the sample. 
 
V - Matrix Spike/Matrix Spike Duplicate recoveries are outside control limits due to matrix effects. 
 
W - Matrix Spike/Matrix Spike Duplicate RPD are outside control limits due to matrix effects. 
 
X - Sample extract treated with a mercury cleanup procedure. 
 
X1 - Sample extract treated with a sulfuric acid/silica gel cleanup procedure. 
 
X2 - Sample extract treated with a silica gel cleanup procedure. 
 
Y - The calibration verification for this analyte exceeded the 20% drift specified in methods 8260 & 8270, and 

therefore the reported result should be considered an estimate.  The overall performance of the calibration 
verification standard met the acceptance criteria of the method. 

 
Y1 - Negative effects of the matrix from this sample on the instrument caused values for this analyte in the bracketing 

continuing calibration verification standard (CCVs) to be outside of 20% acceptance criteria. Because of this, 
quantitation limits and sample concentrations should be considered estimates. 

 
Z - 
 
ND - Not Detected at PQL 
PQL - Practical Quantitation Limit 
RPD - Relative Percent Difference 
 
 









OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

14648 NE 95th Street, Redmond, WA  98052  (425) 883-3881 

February 5, 2025 

Nate Evenson 
Kane Environmental, Inc. 
4015 13th Avenue West 
Seattle, WA  98119 

Re: Analytical Data for Project 75031-3.3 
Laboratory Reference No. 2502-003 

Dear Nate: 

Enclosed are the analytical results and associated quality control data for samples submitted on February 3, 2025. 

The standard policy of OnSite Environmental, Inc. is to store your samples for 30 days from the date of receipt.  If you 
require longer storage, please contact the laboratory. 

We appreciate the opportunity to be of service to you on this project.  If you have any questions concerning the data, 
or need additional information, please feel free to call me. 

Sincerely, 

David Baumeister 
Project Manager 

Enclosures 

Enclosure (2)
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: February 5, 2025  
Samples Submitted: February 3, 2025  
Laboratory Reference: 2502-003  
Project: 75031-3.3  
 

Case Narrative 
 

Samples were collected on February 1, 2025 and received by the laboratory on February 3, 2025.  They were 
maintained at the laboratory at a temperature of 2oC to 6oC.    
 
Please note that any and all soil sample results are reported on a dry-weight basis, unless otherwise noted below. 
However the soil results for the QA/QC samples are reported on a wet-weight basis. 
 
General QA/QC issues associated with the analytical data enclosed in this laboratory report will be indicated with a 
reference to a comment or explanation on the Data Qualifier page.  More complex and involved QA/QC issues will be 
discussed in detail below. 
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: February 5, 2025  
Samples Submitted: February 3, 2025  
Laboratory Reference: 2502-003  
Project: 75031-3.3  
 

DRINKING WATER LEAD 
EPA 200.8 

 

Matrix: Water        

Units: ug/L (ppb)        
     Date Date   

Analyte Result PQL Method Prepared Analyzed Flags MDL 

Client ID: B2874_R128_SP1           

Laboratory ID: 02-003-01             

Lead   0.66 1.0 EPA 200.8   2-3-25 J 0.0363 

         

         

Client ID: B2679_EXT_HB2      

Laboratory ID: 02-003-02             

Lead   16 1.0 EPA 200.8   2-3-25   0.0363 

         

         

Client ID: B2679_EXT_HB3      

Laboratory ID: 02-003-03             

Lead   4.7 1.0 EPA 200.8   2-3-25   0.0363 
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

Date of Report: February 5, 2025  
Samples Submitted: February 3, 2025  
Laboratory Reference: 2502-003  
Project: 75031-3.3  
 

DRINKING WATER LEAD 
EPA 200.8 

QUALITY CONTROL 
 

Matrix: Water       

Units: ug/L (ppb)       

     Date Date  

Analyte Result PQL Method Prepared Analyzed Flags 

METHOD BLANK             

Laboratory ID: MB0203DW1           

Lead   ND 1.0 EPA 200.8   2-3-25   
 
 

       Source Percent Recovery  RPD  

Analyte Result   Spike Level Result Recovery Limits RPD Limit Flags 

DUPLICATE             

Laboratory ID: 02-003-01                     

    ORIG DUP                     

Lead   ND ND   NA NA   NA NA NA 20   

              
MATRIX SPIKES             

Laboratory ID: 02-003-01                     

    MS MSD   MS MSD   MS MSD         

Lead   77.2 83.0   80.0 80.0 ND 97 104 75-125 7 20   
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OnSite Environmental, Inc.  14648 NE 95th Street, Redmond, WA  98052 (425) 883-3881 
 

This report pertains to the samples analyzed in accordance with the chain of custody, 
and is intended only for the use of the individual or company to whom it is addressed. 

 
Data Qualifiers and Abbreviations 

 
A - Due to a high sample concentration, the amount spiked is insufficient for meaningful MS/MSD recovery data. 
 
B - The analyte indicated was also found in the blank sample. 

 
C - The duplicate RPD is outside control limits due to high result variability when analyte concentrations are 

within five times the quantitation limit. 
 
E - The value reported exceeds the quantitation range and is an estimate. 
 
F - Surrogate recovery data is not available due to the high concentration of coeluting target compounds. 
 
H - The analyte indicated is a common laboratory solvent and may have been introduced during sample 

preparation, and be impacting the sample result. 
 
I - Compound recovery is outside of the control limits. 
 
J - The value reported was below the practical quantitation limit.  The value is an estimate. 
 
K - Sample duplicate RPD is outside control limits due to sample inhomogeneity.  The sample was 
      re-extracted and re-analyzed with similar results. 
 
L - The RPD is outside of the control limits. 
 
M - Hydrocarbons in the gasoline range are impacting the diesel range result. 
 
M1 - Hydrocarbons in the gasoline range (toluene-naphthalene) are present in the sample. 
 
N - Hydrocarbons in the lube oil range are impacting the diesel range result. 
 
N1 - Hydrocarbons in diesel range are impacting lube oil range results. 
 
O - Hydrocarbons indicative of heavier fuels are present in the sample and are impacting the gasoline result. 
 
P - The RPD of the detected concentrations between the two columns is greater than 40. 
 
Q - Surrogate recovery is outside of the control limits. 
 
S - Surrogate recovery data is not available due to the necessary dilution of the sample. 
 
T - The sample chromatogram is not similar to a typical ____________. 
 
U - The analyte was analyzed for, but was not detected above the reported sample quantitation limit. 
 
U1 - The practical quantitation limit is elevated due to interferences present in the sample. 
 
V - Matrix Spike/Matrix Spike Duplicate recoveries are outside control limits due to matrix effects. 
 
W - Matrix Spike/Matrix Spike Duplicate RPD are outside control limits due to matrix effects. 
 
X - Sample extract treated with a mercury cleanup procedure. 
 
X1 - Sample extract treated with a sulfuric acid/silica gel cleanup procedure. 
 
X2 - Sample extract treated with a silica gel cleanup procedure. 
 
Y - The calibration verification for this analyte exceeded the 20% drift specified in methods 8260 & 8270, and 

therefore the reported result should be considered an estimate.  The overall performance of the calibration 
verification standard met the acceptance criteria of the method. 

 
Y1 - Negative effects of the matrix from this sample on the instrument caused values for this analyte in the bracketing 

continuing calibration verification standard (CCVs) to be outside of 20% acceptance criteria. Because of this, 
quantitation limits and sample concentrations should be considered estimates. 

 
Z - 
 
ND - Not Detected at PQL 
PQL - Practical Quantitation Limit 
RPD - Relative Percent Difference 
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Figure 1
NASWI Seaplane Base 

School Age Care/Youth Center 
(Building 2874)

Sampling Locations

Lead In Priority Areas Sampling
Naval Facilities Engineering Command Northwest

Project No. 75031-3.3

Approximate location of sampled water outlet,
with figure ID number - lead concentration
less than or equal to 10 ppb

N
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